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Description of Product:

Specifications: 

Strength Test Method Average Value

Barrier

Dimensional

Flexibility

Durability

Electrostatic 
Dissipation

Chemical Resistance

®Tyvek  HL is an antistatic treated, HDPE/SBPP/HDPE multilayer structure, otherwise similar to 2472LL, 
designed to provide high-loft cushioning for protecting surfaces during shipping.  Static dissipating properties of 2473L 
act to prevent static electricity accumulation and subsequent attraction of airborne dirt particles. As in 2472LL, a 

®breathable high-bulk layer is sandwiched between two layers of a Type 14 style Tyvek .  The bonding pattern is 
engineered to provide a smooth contact surface with critical painted surfaces.  The material is vapor breathable.  This 
drapeable material is washable and can be fabricated into protective covers and packaging for multiple reuse.

®Tyvek  HL has an excellent strength-to-weight ratio and provides superior protection from vibration impact 
during shipping.  The barrier properties of Tyvek® HL filter out 98% of dust particles in the 2 micron + diameter range 
and provide protection from a variety of chemicals and environmental contaminates.

Tensile Strength Grab Tensile (ASTM D1682) 114/110 lbf/in MD/CD
Tensile Strength ASTM D882 45/42 lbf/in MD/CD
Elasticity % Elongation to Break (ASTM D882) 14/21 %MD/CD
Toughness Work to Break (ASTM D882) 34/34 lbf/in MD/CD
Puncture Resistance Spencer Puncture (ASTM D3420) >40 psi
Tear Resistance Trap Tear (ASTM D1117) 30/28 lbf/in MD/CD

2Water Vapor Transmission ASTM E-96 Method B >850 g/m -24 hrs.
Filtration Pore Size (ASTM F-316) 2-15 microns

2Basis Weight ASTM D-1777 5.4 oz./yd
Thickness TAPPI T-410 25 mils

Cold Crack ASTM D1790 No Failure at 0°C

2  Natural Exposure @ 700 Mj/m Maintains Approximately
UV      (Approximately two years south Florida) 75% of Tensile Strength

 EN 1149-1 8.4*10exp9 ohm

®Tyvek  HL is inert to acids and bases as well as other chemicals.  It is oleophillic and thus will absorb oils and greases 
®with little penetration.  Tyvek  HL helps keep soot and debris from penetrating and protects against most environmental 

fallout.

® ®Tyvek  is a DuPont registered trademark for its brand of spunbonded olefin. Only DuPont makes Tyvek . 

® TMDuPont  TYVEK HL
for Automotive Dunnage / Protective Covers
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