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 DELTACURE  UV/SYNT 

UV offset inks for plastic substrates   

Application field: 

Sheet-fed and web offset machines equipped with  
U.V.  curing equipment 
- Packaging   
- Advertising   
- Tickets and credit cards 
- Self-adhesive labels 

Substrates:  
- Lacquered or “corona treated” polyester 
- PVC  
- Polycarbonate  
- Polystyrene  

Main Features: 
Immediate  drying (curing)        
Effective  high  pile        
Overnight inks on the press        
Excellent  adhesion        
Inks suitable for lamination   
 
 

DELTACURE  UV / SYNT Base Colours Light Nitro Alkali UV/Acrylic 
Varnish 

      
Yellow       4 colours 94025 5 + + + 

Magenta   4 colours 94026 5 + - + 

Cyan         4 colours           94027 8 + + + 

Black        4 colours 94028 7 + + + 

      

Yellow  RL 94121 7 + + + 

Red RL 94125 7 + + + 
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UV offset inks for plastic substrates   
 

DELTACURE  UV / SYNT Base Colours Light Nitro Alkali UV/Acrylic 
Varnish 

Yellow 144835 5 + + + 
Warm Yellow RL 206588 7 + + + 
Orange (021) 110570 6 + + + 
Fast Orange RL 94095 7 + + + 
Warm Red 153882 6 + + + 
Medium Red (032) 94104 5 - 6 limited + limited** 
Rubine Red  156431 5 + - + 
Rhodamine 94123 8 + + + 
Purple 96311 8 + + + 
Violet 94096 8 + + + 
Reflex Blue 134296 8 + + + 
Bleu 072 96312 8 + + + 
Process Bleu 430320 8 + + + 
Green 94117 8 + + + 
Black 162364 8 + + + 
Transparent 129951     
Opaque White 94100     
**   Limitation to UV varnishing concerns the use of ink at low concentration 
 
Additives for UV/SYNT series are:      
       
Varnish for metallic inks 11020 to mix with     
Gold Paste 700 UV ratio   1:1  to obtain gold ink      
Silver Paste 800/UV/N ratio   1:1  to obtain silver ink      
 
Thinner 98105 max 5% to reduce tack and viscosity   
Catalyst 212-11500 max 3-5% to accelerate polymerization 
Solvent UV 2000 to wash rollers, plates, blankets   
Deltafount buffered fountain solution for UV inks. 
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UV offset inks for plastic substrates  
 
DELTACURE UV/SYNT ink series is formulated in accordance to ISO 2846-1:2006 that specifies the 
colour and transparency characteristics that have to be satisfied by each ink in a process colour ink set 
intended for proof and production printing using offset lithography. The specified printing conditions 
(which use a laboratory printability tester), the defined substrate and a method for testing to ensure 
conformance are also defined. Characteristics are specified for inks used for sheet-fed, heat-set web 
and radiation-curing processes. 

DELTACURE UV/SYNT has been expressly formulated for printing plastic substrates having a very 
good adhesion. 

The scratch resistance depends on the substrate, anyway it is recommended a final varnish layer or 
lamination in order to protect the printing. 

DELTACURE UV/SYNT inks have the same printability characteristics as conventional inks. 
The printing machine must be equipped with rollers and blankets resistant to esters and must be use 
baked plates.       

Due the different formulation, U.V. inks cannot be mixed with conventional  inks and the additives must 
also be specific for U.V. systems.       

Because of their high reactivity U.V. inks can suffer an increase of viscosity time passing; they must be 
stored in a cool and dark place and used within 6 months.        

The curing is affected by different elements such as:        
- type of the UV lamp;       
- thickness of ink layer;       
- running speed.       
        
        

Packaging: Plastic cans of 1 or 2,5 Kg 


